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Airteq 7205s Trackset 

MAINTENANCE 

 
The Airteq 7205 Series Manual Door operator requires a minimum amount of 

maintenance. It is recommended that the following items be checked once every 

six months. 

 

1) Bottom Guide Wear Pads – Part #82012701 

The bottom of the door is held in place with two nylon wear pads. These may 

wear with use. Check to see that there is not excessive door movement in and 

out from the wall. One sixteenth of an inch movement at the bottom of the 

door is acceptable. If there is more play than this, the guides need to be 

adjusted or replaced. 

To adjust the bottom guide, slightly loosen the two bolts on the bottom side of 

the bottom guide mounting bracket. Loosen the bolts just enough to squeeze 

the guides tighter to the door guide angle. Be sure to leave enough clearance 

to allow for smooth operation. 

 

2) Roller Track 

Do not lubricate the roller track. 

To maintain smooth and quiet operation, the roller track must be kept free of 

any accumulation of dirt, dust, or other debris. If the track does not feel 

smooth, wipe it off with a lint free cloth or scouring pad. Do not use steel 

wool, sandpaper, or anything that may leave grit or fibers on the track. 

 

 

3) Rollers – Part #82009801 

The roller assemblies are factory lubricated and sealed. They do not require 

lubrication. If the track is clean and the rollers still do not roll smoothly, 

wipe the rollers with a clean lint-free cloth. 

 

 

 



MECHANICAL ADJUSTMENTS 

 

1) Door Height 

Improper door height may result in the door hanger rubbing on the cover, or 

the bottom door guide angle rubbing on the top or bottom of the doorguide 

notch. 

There are two height adjustment bolts, one for each side of the door. One 

complete turn will move the door up or down 1/16". Turn the bolt clockwise 

to raise the door and counterclockwise to lower the door. When making 

height adjustments, first determine how much change is needed, loosen the 

axle nut, turn the adjustment bolt the appropriate amount, then tighten the axle 

nut securely and check for proper clearances. 

 

2) Lateral Door Position 

The sliding door should clear the filler tube and the sides of the receiving 

pocket by approximately 1/16". If the door rubs on any of these surfaces, 

or if the door hanger rubs on the cover, adjustment is required. 

a) Top of Door  

The top of the door can be adjusted at both the front and rear edge of the 

door. 

Loosen the appropriate axle nut. While holding the nut with a wrench, 

turn the axle with a 1/4" Allen wrench. Each complete turn of the axle will 

move the door approximately 1/8". Turn the axle clockwise to move the 

door away from the wall and counterclockwise to bring the door closer to the 

wall. Tighten the axle nuts securely after adjustment. 

b) Bottom of Door  

The bottom of the door is adjusted by moving the bottom door guides. 

Loosen the two bolts on the bottom side of the bottom door guide mounting 

bracket. While holding the guides against the door guide angle, move the 

door and guides to the desired position. Tighten the bolts, check that there 

is enough clearance between the guides to prevent binding of the guide angle. 


